


IMPORTANT NOTICE REPAIR INSTRUCTIONS 
 

The following bicycles have a potential issue with the crank axle nuts. 
 

Model Number Description Model Name 
K4597 24” Women’s Highland 
K6597 26” Women’s Highland 
K3587 20” Boy’s Howler 
K4587 24” Men’s Howler 
K6587 26” Men’s Howler 

 

 
These bicycles were sold at Kmart stores 

from May to July 2007. 
 

Date codes (found on the model number label 
on the underside of the bicycle) on the affected 
bicycles are: 

07C, 07D, 07E, 07F and 07G. 
 
 
 
Before riding any Huffy Howler and / or 
Highland bicycle with a 3-piece crank, 
please ensure that the crank axle nuts 
on both sides of the bicycle are very 
tight. 
 
 
 
 
 
 
 

To access the crank axle nuts, the dust caps must be removed (see photos). The dust caps are 
easily removed by unthreading them with a screwdriver. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

If you have a torque wrench the crank axle nuts should be tightened to 395 in-lbs.  If you do not 
have a torque wrench apply approximately 40 pounds of pressure using a socket wrench with a 6” 
to 12” long handle. The correct size socket for the crank axle nuts is 14mm. If you cannot check 
the crank axle nuts please take your bicycle to the store for in-store repair. 
 

Be sure to replace the dust caps when you are done. 
 

Frequently check the tightness of the crank arm nuts as described in the Three-Piece Cranks 
section of your owner’s manual. 
 

If you have questions, please contact Huffy Customer Service: 800-872-2453 (M-F, 8am – 4:30pm ET). 
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